Building and Safety Division Information Bulletin:

125 E. College Street, Covina, CA 91723
(626) 384-5460 http://www.covinaca.gov/

RESIDENTIAL
ELECTRICAL SERVICE
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Service entrance conductors shall be listed or marked for wet location and
sunlight resistant. Minimum of 18" of free conductor is required for
attachment to service drops.

For service equipment/meter location and height, consult with the local utility
company.

For underground service requirements and conduit size, consult with local
utility company. (Conduit shall be listed to satisfy the requirements of County
of Los Angeles Electrical Code).

Minimum size of service entrance conductors and grounding electrode
conductors.

Service or service or feeder Grounding
feeder conductor electrode
rating THW/THWN- and bonding

Copper conductor-
Copper
100A #4 #8
200A #2/0 #4
400A, 400 MCM #1/0

For single-family dwelling, the service disconnecting means shall have a
rating not less than 100 amperes,120/240 volts single phase, three-wire.
Minimum required branch circuits:

a) 15A or 20A circuit(s) for general lighting and receptacles. The number
of branch circuits is determined by desired use and the total square
footage of the dwelling. Branch circuit feeding the receptacle in the
bedroom shall be protected with an Arc Fault circuit breaker.

b)  Two or more small appliance branch circuits for the kitchen counter top
and dining room.

c) A dedicated 20-ampere branch circuit for the bathroom receptacles.

d) Additional branch circuits may be required for dishwasher and garbage
disposer.

e) A dedicated 20-ampere branch circuit for laundry.

Main disconnecting means may be omitted if there are no more than six

disconnecting means (circuit breakers/fuses) per service.

A metal underground water pipe shall be supplemented by an additional

electrode as listed below:

a) Steel reinforcing bars (#4 or larger) for structural foundation, or

b) A single ground rod that meets the requirements of CEC 250.52
not less than 8 feet in length. A supplemental ground rod may be
required when the resistance to ground exceeds 25 OHMS,

Grounding connection to the interior metal water pipe shall be made within

the first five feet of the main water pipe entrance to the building, -

Listed and accessible grounding clamp. [f buried in the earth, the clamp shall

be approved for direct burial.

Service raceway to be secured within 36" of box and not to exceed 10-0"

intervals on service conduit.

Threaded boss or hub.

Grounding electrode conductor shall be protected from physical damage, if

necessary by conduit, Armored Cable or other means.

GENERAL NOTES:

All 125-volt, single-phase, 15 and 20 ampere receptacles installed in the |,
locations specified below shall have GFCI protection for personnel:
bathrooms, garages, outdoors, craw! spaces, unfinished basements, kitchens
(countertops), and wet bar sinks.

Nonmetallic sheathed cable (NM, NMC) with grounding conductor is
permitted for installation in single-family dwellings where it is not subject to
physical damage (concealed in walls, attic space, efc..)

All electrical equipment shall be listed.

A hard-wired smoke alarm with a battery back up shall be installed in each
sleeping room and at a point centrally located in the corridor or area giving
access to each separate sleeping area.

Switch lighting outlets required for all habitable rooms, hallways, stairways,
garages, attics, basements, and entrances and exits on exterior of building.
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